
LOBA – Your partner for surface finishing and care

2K Resist

Chemicals don’t 
stand a chance!

Reliable protection for all types of floors –  
specially developed for chemically stressed  
and hygiene-critical environments.

Water-based 2K polyurethane wood floor finish

EXTREME CHEMICAL RESISTANCE

NEW



2K Resist   
Chemicals don’t stand a chance!

Range of use
Suitable for wood floors, linoleum and PVC flooring, LOBA StyleFloor, and  
mineral troweled flooring. Designed for wear surfaces with increased resistance 
to aggressive staining liquids and plasticizers, providing mechanical resistance 
suitable for light commercial use.

Application on elastic flooring
• �Completely remove any build-up  

of care products
• �For normal-traffic areas:  

Apply 1 coat with roller 
• �For high-traffic areas:  

Apply 2 coats with roller

Application on LOBA StyleFloor  
and mineral troweled flooring

• �Correctly prepare and prime substrate
• �Leave to dry
• �Apply 2 coats with roller

Application on wood
• �Correctly prepare and prime substrate
• �Leave to dry
• �Apply 1 coat with roller
• �Leave to dry
• �Perform intermediate sanding
• �Apply 1 coat with roller

Maximum chemical resistance – durable, versatile, safe.

Water-based 2K polyurethane finish for projects requiring superior  
chemical resistance 

• �Extreme resistance to plasticizers and household chemicals

• �Can be used on various surfaces

• �Easy-to-clean finished surface

• �Certified anti-slip properties as per DIN EN 16165:2021-12 for work areas,  
evaluation group R10 

• �Tested resistance to chemical stress in accordance with DIN 68861-1  
that far exceeds the requirements of classification 1B

• �Very low-emission, certified to EMICODE® EC1 
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LOBA is your reliable partner, supporting you on your path to success. 
Our expert consultants and service technicians are here to assist you – 
from project planning to hands-on help at the job site.

Please always refer to the Technical Data Sheet and application 
instructions for more details.

Do you have any questions? We look forward to your call or message!

LOBA GmbH 
Leonberger Str. 56 – 62  |  71254 Ditzingen  |  Germany  |  Tel.: +49 7156 357 - 0  |  Email: service@loba.de  |  www.loba.de
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Further information

Stress

1 2 3 4 5 6 7 8 9 10

Residential Commercial Extreme

Article No.: 11411

Available in semi-gloss (5 kg)

GISCODE W3/DD+

Loba GmbH & Co. KG
Emissionsgeprüftes Bauprodukt

nach DIBt-Grundsätzen
Z-157.10-19


